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DAVIDSON 
GRANITE 
COMPANY, INC., 
LITHONIA, GA. 

One of the World's Oldest and 
Largest Manufacturers 
of Granite Curb and 
Cut Granite 


West Entrance: Georgia State Judicial Building, Atlanta, Georgia 
A. Thomas Bradbury and Assoc. Architects, Atlanta, Georgia 
Thompson & Street. Charlotte, North Carolina, General Contractor 
Steps and platforms cut from Pine Mountain Tidal Grey Granite. 
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"THE STONE WITH LIFE AND 
CHARACTER"; 

Pine Mountain Tidal Grey Granite, with 
its swirls and convolutions in ever chang¬ 
ing patterns, is one of America's most 
unique and decorative building materials, 
especially beautiful in polished finish, it 
is equally at home in all other finishes and 
blends well with other building materials. 

DAVIDSON BACKGROUND; 

The Davidson Granite Company, with its 
seven operating quarries, has been furnish¬ 
ing building stone, granite curb, and other 
granite products to the trade for over sixty 
years. The Davidson Granite Company, 
Incorporated, now is one of the largest and 
oldest granite producing centers in the 
world. 

AVAILABILITY; 

Granite for building work is taken from 
our Pine Mountain Quarry, containing 380 
acres. Modern quarrying practice, in com¬ 
bination with new, improved machinery, 
rigidly controlled, makes it possible to 
furnish granite for any size project. Sizes 
available are limited only by transporta¬ 
tion facilities. Continued high quality, 
strength, and beauty are yours for the 
asking. Pine Mountain Tidal Grey Gran¬ 
ite with its unique convolutions of veining 
makes it ideally suited for matching exist¬ 
ing structures in the future years. 

SERVICE AND SAMPLES; 

Architects may write, wire or telephone 
the Davidson Granite Company, at the 
production office, Lithonia, Georgia; Tele¬ 
phone, 2061, or its Atlanta Office; Tele¬ 
phone, JAckson 2-5990, concerning tech¬ 
nical details or construction features on 
projects contemplated or in process. Our 
expert Engineering and Architectual Staff 
is ready to help you at all times. Work¬ 
ing size samples are available upon 
request. 

STEPS AND PLATFORMS; 

A new brochure, just off the press, con¬ 
taining detailed information and construc¬ 
tion features of Davidson's Standard Steps 
and Platforms, built of the World's finest 
and most durable material will be sent 
to you upon request. 


Georgia State Agriculture Building, Atlanta, Georgia 
A. Thomas Bradbury and Assoc. Architects 

Thompson & Street, Charlotte, North Carolina, General Contractor 
Entire base course, steps and platforms cut from Pine Mountain Tidal 
Grey Granite. 


Photo of cornerstone of the above building showing beautiful veining 
and detail obtained with Pine Mountain Tidal Grey Granite. 


STANDARD GRANITE CURB; 

Upon request a new detailed catalogue concerning the vari- / 
ous types of curb manufactured by the Davidson Granite 
Company, as well as much technical information on this 
item is available to you for the asking. 
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The Millvale Savings and Loan Association, Millvale, 
Pennsylvania 

Architect: Harry L. Widom, Pittsburgh, Pennsylvania 
Rampa Marble and Tile Company, Masonry 
Contractor, Pittsburgh, Pa. 

Exterior walls of polished Pine Mountain Tidal 
Grey Granite. 


Firestone Rubber Company Office and Warehouse, 
Cleveland, Ohio 
Architect: Private plans 

The R. S. Ursprung Company, Cleveland, Ohio, 
General Contractor 

Entrance facing of polished Pine Mountain Tidal | 
Grey Granite. 


Interior walls of the Firestone Rubber Company 
office showing the beautiful decorative effect ob¬ 
tained with Pine Mountain Tidal Grey Granite. 
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COLORED 


GRANITES; 

made arrangements with various quarriers and im¬ 
porters of these materials and maintains stocks of 
various colors, samples and information are avail¬ 
able upon request. 


In recent years much emphasis has been placed 
upon the use of highly colored granites, by Archi¬ 
tects desiring something new in the building field, 
therefore, the Davidson Granite Company, has 


One of four major piers of the Shavertown Bridge, Shaver- 
town, New York. Cayuga Foundation Corp., General Con¬ 
tractor, New York City Board of Water Supply. Cut from 
Pine Mountain Tidal Grey Granite. 


Pelham Federal Savings & Loan Assoc., Pelham, Georgia 
(Now under construction) 

Architect: Charles J. Jenkins, Atlanta, Georgia 
H & H Construction Company, Thomasville, Georgia 
Exterior facing of Alpine Green and Imperial Red granite cut 
by Davidson Granite Company. 


SCOPE OF WORK . . . Granite is to be used where indicated on plans 
tor steps, abutments, platforms, base courses, water tables, area copings, 
wall facings, sills, lintels, curb and paving. 

MATERIAL ... The GRANITE SHALL BE PINE MOUNTAIN GREY- 
WHITE GRANITE, PRODUCED BY THE DAVIDSON GRANITE COM¬ 
PANY, INC., LITHONIA, GEORGIA. It shall be sound and free from 
defects which might impair strength, durability or appearance. 

SAMPLES . . . Duplicate samples approximately 6" square are to be sub¬ 
mitted showing range of color, texture, and finish. Fabricated granite 
shall be equal to these approved samples. 

FINISHES . . . Thin granite veneer may be polished, steeled, rubbed, 
honed, or sawn. Thicker granite, in addition to the foregoing finishes, 
may be 8-cut, 6-cut, 4-cut, or sand blasted. 

THICKNESS . . . Thin granite veneer may vary from l%" to 2/2" in 
thickness. Thicker stone shall be as indicated on shop drawings with a 
tolerance of I" greater than normal thickness for setting space. 

BEDS AND JOINTS . . . Beds and joints shall be uniform—for polished 
work, 3/16"; for hammered work, / 4 " in */2"• Arrises shall be slightly 
rounded. Beds shall be sawed or cut full and square 2" back from the 


face. From that point beds may fall under the square not to exceed I" 
in 12" and shall be reasonably free from large depressions. 

SHOP DRAWINGS . . . The Davidson Granite Company shall prepare 
and submit for approval necessary shop drawings in triplicate showing 
bedding, bonding, jointing, anchoring and size of all pieces. No finished 
fabrication shall be done except from approved shop drawings. 

ANCHOR HOLES ETC. . . . Provide at least two anchor holes for veneer, 
cap or coping stones, also Lewis holes for those weighing over 100 pounds. 

POINTING . . . Beds and joints shall be jointed in non-staining Portland 
Cement mortar of approximately the same color as the granite. All 
veneer shall be sealed with a standard sealing compound. 

SHIPPING, HANDLING ETC. . . . Finished granite shall be protected 
from damage in transit and shall be handled and stacked at the site 
in such a manner as to avoid breaking, staining or other damages. 

RECOMMENDATION . . . Steps—4-cut or 6-cut for treads with smooth 
finish specified for risers. These should lap 2" and should pitch 1/8" 
from back to front. Base Courses, etc.—Polished, 6-cut or 8-cut finish, 
4 thick, should extend at least 4" below the finished grade of soil or 
pavement. Platforms—5" thick, should pitch I" in ten feet. 
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